
ISDB-T Set Top Box with EWBS

Specifications

TV system ISDB-T HD/SD/One seg, 6/8 MHz channel band width

EWBS Support

Tuner ISDB-T tuner x2

Output HDMI x1 with CEC

Speaker(1watt) x1 for EWBS

Power AC adaptor input  voltage 100-240V 50/60Hz

CODEC MPEG-2 TS, H.264/MPEG-4 AVC High Profile@Level4.0,
H.264/MPEG-4 AVC Baseline Profile@Level1.3,
H.265/HEVC Main Profile@Level4.0,
MPEG-4 AAC+SBR LATM/LOAS, MPEG-4 AAC+SBR+PS 
LATM/LOAS

<Contact>

Name: Yoichi Tsuchiya (General Manager, 1st Sales Div.)

Address: 3F KDX SHINBASHI BUILDING,1-9-5 Shinbashi, Minato-ku, Tokyo 105-0004, Japan

Tel: +81-3-3289-4711 FAX: +81-3-3289-4714

Mobile: +81-80-4217-0406

Email: Yoichi.Tsuchiya@pixela.jp
URL: www.pixela.co.jp

Key Features
EWBS, Support multi countries & languages, 6/8MHz channel bandwidth, One seg, Full seg  

Countries (Channel setting, area code) Languages (UI, Superimpose, BML)

Brazil, Peru, Argentina, Chile, Venezuela, Ecuador, Costa 
Rica, Paraguay, Philippines, Bolivia, Nicaragua, Uruguay, 
Maldives, Botswana, Honduras, Sri Lanka, Guatemala

Portuguese, Spanish, English, Sinhala, 
Tamil, Setswana, Dhivehi
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